As part of our policy of research and improvement of our equipment, we reserve the

right to modify the characteristics at any time without prior notice.

With head
3000l/min
(Option)

wowror  PETROJET 2

Fixed monitor installation

e Flowrate from 650 to 3000l/min

e 360° Horizontal Angulation with an indexable lock
allowing for up to 30 different positions (one every
12°)

e Vertical angulation from -15° to 65° with an
indexable lock allowing for up to 6 different
positions.

e [eader composite technology for an improved
corrosion resistance

e Monitors for fixed installations use (refinery, plant,

dump...)
CHARACTERISTICS
Reference MFPI-0325-9P
Weight 7.5 kg
Nominal pressure PN16
Dimensions 48x 32 x 41cm (Headless)
Guarantee 5 years
Orientation 360°
Elevation -15° to +65°
Inlet and Outlet 3"BSPF/25"BSPM

OPTIONS

FlowMatic: automatic monitor heads
Ref: TFMA-200L-OIN: 2000 l/min @ 6 bar
Ref: TFMA-300L-OIN: 3000 l/min @ 6 bar

OneFlow: Single flow monitor head

Ref: CDA-025-Ol : 1300 I/min @ 6 bar

Ref: CDA-023-Ol : 2000 I/min @ 6 bar

Ref: CDA-024-Ol : 3000 l/min @ 6 bar
MultiFlow: Selectable flow monitor head

Ref: CDA-040-Ol : 500 to 3000 I/min @ 6 bar

(Threaded) neck flange:
Ref: MFAF-1608-33 — Bride PN16 DN80 — 3" male BSP
Ref: MFAF-2008-33 — Bride PN20 DN80 — 3" male BSP
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REDUCED COST OF OWNERSHIP

Extremely low maintenance due to the robustness of the used materials. Moreover, the composite
material technology developed by Leader's engineers is highly resistant to corrosion especially when
compared to a conventional aluminium material.

ADDITIONAL INFORMATION

Neck flange PN16 — 8 holes — 200mm diameter Neck flange PN20 - 4 holes — Diameter 190,5 mm
Ref: MFAF-1608-33 — Bride PN16 DN80 - 3" male BSP Ref: MFAF-2008-33 — Bride PN20 DN80 - 3" male BSP
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